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Kanlux MHE metal-halide lamps work with stabilizers for high-
pressure sodium lamps/metal-halide lamps and igniters for
metal-halide lamps.

GENERAL DATA:

Compatible with a dimmer: no
Height [mm]: 255
Diameter [mm]: 46

TECHNICAL DATA:

Rated power [W]: 250

Material: glass

Colour temperature: white

Colour temperature [K]: 4200
Colour-rendering index Ra: =65
Cap: E40

Rated lamp-service life [h]: 12000
Light source EEI: A

Annual power consumption [kWh/1000h]: 275
Lamp-rated current [A]: 2.1
Rated luminous flux [Im]: 23000

LOGISTIC DATA:

Unit of measurement: unit

Packaging method: 25

Number of units in the packaging: 25
Net unit weight [g]: 170

Grammage [g]: 231.6

Length of a unit pack [cm]: 5

Width of a unit pack [cm]: 5

Height of a unit pack [cm]: 26
Weight of a cardboard box [kg]: 5.79
Width of a cardboard box [cm]: 26.5
Height of a cardboard box [cm]: 30
Length of a cardboard box [cm] : 26.5
Volume of a cardboard box [m3]: 0.021068

ADDITIONAL INFORMATION:

e metal-halide lamps work with stabilizers for high pressure
sodium lamps, metal-halide lamps and starters for metal-
halide lamps
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